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DDC STANDARD TOP BLOWER AND BOTTOM

ENCLOSURE

EST. WEIGHT : 

4067.33 lbmass

SPECIFICATIONS:

RACK SPACES: 19"EIA, 310-E COMPLIANT, 3/8" SQ. HOLES w/ RMU LABELS

COLOR: RAL9016 WHITE TEXTURED POWDER COAT

RATING: NEMA 3R

CONSTRUCTION: #12 GAUGE MOUNTING RAILS

                              #16 GAUGE WELDED BODY, DOORS, AND SIDES

BLOWER POWER: SEE CHART, 3 PHASE 

WATERFLOW:  0-36 USGPM

AVAILABLE RACK UNITS: 45U, 48U, AND 52U

MAX EQUIPMENT DEPTH: 48 IN (1200 mm)
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AIR TEMPERATURE SENSOR

#THTDPA06

MOUNTING ONLY ON LEFT

SIDE OF ENCLOSURE.

(4) PER RAIL

(8) TOTAL

SEE CHART

82.64

OVERALL, W/ DOORS

COOLING CAPCITY

HEAT ABATEMENT AIRFLOW HORSEPOWER / WIDTH VOLTAGE

52 kW
5,750 CFM 3 hp / 30"W

208 / 460 VAC

52 kW
6,370 CFM 3 hp / 36"W

208 / 460 VAC

80 kW
9,500 CFM 10 hp / 30"D

208 / 460 VAC

85 kW
10,500 CFM 10 hp / 36"D

415 / 460 VAC

100 kW
13,000 CFM 10 hp / 36"D

415 / 460 VAC

FAN AND MOTOR

*NOTE* 

PART NUMBER VAIRES

ON BLOWER CONFIGURATION

(2) PER UNIT

(4) EXTERNAL WATER

CONNECTIONS

1.0" MALE CAMLOK
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GENERAL OVERVIEW DRAWING

CABLE ACCESS

TYP (4)

CORNERS

NOTE:

BOTTOM ENCLOSURE OPTIONAL

ROLL-IN CONFIG. w/o MOUNTING 

RAILS AVAILABLE

NOTE:

OPTIONAL BIOMETRIC

SWING HANDLE AVAILABLE

DDC-SB-"UU""XX"-1000

WIDTH: 30", 36"

HEIGHT: 45U, 52U

DEPTH: 82"

DDC-ST-"UU""XX"-1000

WIDTH: 30", 36"

MOTOR HP: 3HP, 10HP

FIRE

SUPPRESSION

INCLUDED

INCLUDES (2) REAR EXT. 

CABLE CHANNEL
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